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Introduction
the adjustable elbows each have adjustment of 
10 mm, allowing your thermostatic mixer to be 
connected to pipe centres ranging from 133 mm 
to 153 mm.

the adjustable backplate allows an additional 
5 mm adjustment from the finished wall surface.

Installation
1. unscrew the elbow grubscrews on the 

thermostatic mixer with a 2.5 mm hexagonal 
key (supplied with the thermostatic mixer), pull 
off the inlet elbows and discard.

2. using the ‘o’ key (supplied with the thermostatic 
mixer) or a 12 mm hexagonal key, unscrew the 
inlet nipples and discard.

3. fit the new adjustable elbow inlet nipples and 
tighten with the ‘o’ key.

4. Make sure that the ‘O’ seal is fitted and push the 
new elbow fully onto the inlet nipple. tighten 
the grubscrew with a 2.5 mm hexagonal key.

5. remove the backplate from the mixer by 
removing the grubscrew with a 2.5 mm 
hexagonal key.

6. Draw a centre line between the inlet pipework 
and, using the adjustable backplate as a 
template, mark the position of the adjustable 
backplate fixing holes.

7. for solid walls drill the holes for the backplate 
with a 6 mm drill and insert the wall plugs 
(supplied). for other types of wall structure 
alternative fixings may be required (not 
supplied).

8. secure the backplate to the wall using the 
screws (supplied).

9.  Align the mixer with the pipework and fit onto 
the backplate.

 Note! Make sure that the pipes are pushed 
fully into the inlet connectors.

10. tighten the compression nuts onto the mixer 
with a suitable spanner.

 Caution! take care not to damage the chrome 
surfaces.

11. tighten the adjustable backplate grubscrews 
with a 2 mm hexagonal key (supplied) to 
secure the mixer to the backplate.

12. refer to the thermostatic Mixer and shower 
fittings installation and user Guides for further 
installation and commissioning procedures.
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